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APPLICATIONSAPPLICATIONSAPPLICATIONSAPPLICATIONS    
 

�  Biomedical & Medical 
�  Inspection & Metrology 
�  Confocal Microscopy 
�  Defense & Homeland Security 
 
 
 
 

FEATURESFEATURESFEATURESFEATURES    
 

�  High optical power out of Polarization Maintaining Fiber (PMF) up to 5 mW 
�  High spatial coherence, low temporal coherence 
�  Wide optical bandwidth up to 4 nm (3dB) 
�  Low ripple; high suppression of secondary coherence peaks 
�  Built-in monitor diode and TEC 

 
 
 
 

TYPICAL CURVESTYPICAL CURVESTYPICAL CURVESTYPICAL CURVES    

ASE Power&Voltage vs Current
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TYPICAL PERFORMANCETYPICAL PERFORMANCETYPICAL PERFORMANCETYPICAL PERFORMANCE    
 

 

Part number        EXS210016EXS210016EXS210016EXS210016----01010101    

Power in PMF (mW)     5.0 

Bandwidth FWHM (nm)     4 

Center wavelength(nm)     405 

Spectral ripple (dB)     0.2 
Standard package     14-PIN BTF 

 

 
 
 
 
 
 

EXALOS AG 
Wagistrasse 21 

CH-8952 Schlieren 
Switzerland 

Phone +41 43 444 60 90 
Fax +41 43 444 60 99 

sales@exalos.com 
 

EXALOS Inc. 
60 Teal Drive 

Langhorne, PA 19047 
United States 

Phone +1 215 752 2115 
Fax +1 215 752 3663 

salesusa@exalos.com 
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